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Parts List

22 x Socket Head screw fixings
1 x Allen Key
4 x Rectangular panels ( 990mm x 250mm) - panels A, B, C, D
1 x Square panel (with routed slot) - panel F
1 x Rectangular panel ( 400mm x 400mm) - panel E
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Step 1 - Gather central column panels A, B, C and
D. (these are the four long rectangles on the
diagram).

Step 2 - Take panels A & B, align the holes and
fixing points along the long edges. Ensure the
panels are the correct way up.

Tip - Align the central fixing points at the base on all 4 panels.

Step 3 - Now join these panels by using the
provided socket screws.

Tip - to align the panels correctly we recommend that you
turn each screw 4 or 5 turns before tightening fully.

Step 4 - Take panel C and align the holes and
screws in the same manner (as stated above).

Step 5 - Now repeat this process with panel D.

Step 6 - Turn completed column upside down so
the 4 base fixings are at the top. Align the base
panel (E) and fix the base to the column.

Step 7 - Return the unit to the upright position. Align
and fit panel F (with the routed slot) to complete
the unit assembly.

Tips

Do not over tighten screws.

We recommend that when movement or turning of the unit is
required, 2 persons be used to avoid damage to the unit.

To clean our perspex products we recommend using our
Acrylic/Perspex cleaner together with our Perfect polishing
cloth.

mailto:sales@displaysense.co.uk

